TYPICAL R40 EXTERIOR WALL

evergreen

HOMES AND CONSTRUCTION

RIM JOIST

EXTERIOR SIDING | i
WeatherBoards has a Class A (1) flame spread rating, will not rot, | /\7 = |i \
resists UV rays, and is impervious to wood-boring insects. The proprietary I ~! 2
FiberTect primer/sealer ensures better weather resistance by sealing out I h
harmful moisture. Contains 30% post-industrial material. Includes 25-year |- ) \
limited transferable product warranty. | N / ‘ =
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Ventilation cavity eliminates moisture by natural drainage and evaporation I i 5/8” DRYWALL
It also prolongs siding life by reducing temperature differentials. [ - N ‘ )
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. : | R12 ECO-BATT INSULATION
The unique non-woven structure helps prevent outside water from 8 |-
entering the walls and help to seal the home to keep outside air | P L= Eco-Batt insulation is based on
where it belongs. - N ‘ <\ rapidly renewable bio-based materials
., | ‘ ~ and does not contain phenol,
OSB SHEATHING 7/] o) ! P A ‘/ \/ formaldehyde, acrylics or artificial
. e m . iﬁi colors used to make traditional fiber
SPF STUDS 2"x8 i ‘ D glass insulation. Contains a minimum of
2“x8" studs at 24” on center to reduce thermal bridging. T —— ~ ‘ \ 61.9% post-consumer recycled content.
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Eco-Batt insulation is based on rapidly renewable bio-based materials | N - SPF STUDS 2"x4
and does not contain phenol, formaldehyde, acrylics or artificial colors 1| — ~ ‘ \‘ 2%x4” studs at 24” on center and offset
used to make traditional fiber glass insulation. Contains a minimum of [ — \ = of 2”x8" studs to reduce thermal
61.9% post-consumer recycled content. | - ‘ ) bridging.
N NN
VAPOUR BARRIER I ——
? | N )
|
!

CLOSED CELL SPRAY FOAM -4 1/2”

An ecological insulation with Zero Ozone Depletion Substance.
Polarfoam is made from vegetable oils and recycled plastic bottles
Polarfoam satisfies the three essential properties for a high efficiency
building; air tightness, consistent vapour barrier, and superior
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insulation value. \/ TN
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Reduces Thermal Bridging



